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SPS 8

8 Channel Power Supply Sequencer
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Overview

The Studiomaster Professional SPS-8 is a 8 Channel Power Sequencer, that supplies power to equipment in sequence, thereby offering
maximum safety & utmost ease in operation, making it ideal for range of sound reinforcement applications.
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Key Features

e 2 x 25 Ampere output channels for high power equipment such as amplifiers and powered speakers etc.

-«

e 6 x 6 Ampere output channels for lower power equipment such as mixers, CD players, and processors etc.
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All Features
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240V~50Hz

e Provides powering on and off sequencing.

e 2 x 25 Ampere output channels for high power equipment
such as amplifiers and powered speakers etc.

e 6 x 6 Ampere output channels for lower power equipment
such as mixers, CD players, and processors etc.

e 2 operating modes: permanent on and sequenced on.

e Provides +24V DC supply to connect auxiliary equipment.

e Surge and spike protection.

e Selectable sequence delay time from 0.5 To 4 seconds.

e BNC lamp connector on the front panel.

e LED display for AC voltage and ambient temperature.
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Technical Specifications

Output Current 6 x 6AAC & 2 x 25AAC (RMS)
Output Voltage Max. 275Vac
Output Power 1440 VAea. (CH1-6 ) & 6000VA ea. (CH 7 - 8)
Required AC Mains 240VAC (50Hz)
Dissipation Power 20W
Unit Dimensions (W x D x H) mm 485 x 370 x 90 (2U)
Net Weight (Kg) 7.6
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Dimensions

POWER SUPPLY SEQUENCER
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485mm
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Support

For sales, support, pricing and availability:

Email: info@audioplus-india.com

Telephone: 022-42869000 / 001

WhatsApp: +91-8879028079

(Monday to Saturday between 10:00 a.m to 6:00 p.m.)
Contact Us:
http:/lwww.studiomasterprofessional.com/home/contact

Scan QR Code for More Details Scan QR Code to Watch Video

For after-sales service and support: Email: sales.support@audioplus-india.com Telephone: 022-42869010 / 49 / 57

Subscribe to our Channel

PROFESSIONAL

Studiomaster®  gp 9 YouTube

Studiomaster

* Product design and specifications are subject to change without notice.
Studiomaster Professional is a registered trademark of Audioplus in India. © Copyright Audioplus, 2008. All rights reserved. Any unauthorised reproduction or use of logos, images or design
elements is strictly prohibited by law. No part of the compilation may be reproduced in any manner or translated without written permission.
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