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Overview

The Studiomaster Professional SD 300 is a compact high-quality digital delay EFX processor ideal for a variety of singing, musical, and vocal
applications in live, touring, and public address scenarios.
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Key Features

e Power Supply Options.

SIMICADSO11

e 12V DC / 300mA Adapter.
* Available Separately.

9 Volt Batiery

e For Mobile Applications
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All Features
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e High-performance digital delay EFX processor.

e Features 2 professional-grade 1/4" unbalanced Mic/Line
inputs and 1 output.

e Inputs switchable between Mic and Line.

o Delay time and repeat control for a variety of effect options.

e Individual level controls for the inputs and effect output.

e Convenient effect ON/OFF or bypass switch.

e Works on +12V DC adapter as well as +9V DC battery.

e Elegant look with a compact build size for easy portability.
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Technical Specifications

Input Impedance Mic / Line >25K/>20K
Sensitivity Mic / Line - 34dB (15.5mV) / - 3.5dB (518mV)
Signal to Noise Ratio  Mic / Line >65/>70
THD 0.1%
Frequency Response Mic / Line 0dB @ 50Hz-15kHz / 0dB @ 50Hz-20kHz
Current Consumption 55 mA DC Max.
Dimensions (W x D x H) mm 90 x 93 x 55
Net Weight (g) 400
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Dimensions
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Support

For sales, support, pricing and availability:

Email: info@audioplus-india.com

Telephone: 022-42869000 / 001

WhatsApp: +91-8879028079

(Monday to Saturday between 10:00 a.m to 6:00 p.m.)
Contact Us:
http:/lwww.studiomasterprofessional.com/home/contact

Scan QR Code for More Details Scan QR Code to Watch Video

For after-sales service and support: Email: sales.support@audioplus-india.com Telephone: 022-42869010 / 49 / 57

Subscribe to our Channel

PROFESSIONAL

Studiomaster®  gp 9 YouTube

Studiomaster

* Product design and specifications are subject to change without notice.
Studiomaster Professional is a registered trademark of Audioplus in India. © Copyright Audioplus, 2008. All rights reserved. Any unauthorised reproduction or use of logos, images or design
elements is strictly prohibited by law. No part of the compilation may be reproduced in any manner or translated without written permission.
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